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NOTES:
1.MATERIAL:
  HOUSING:LCP,BLACK,UL 94V-0
  CONTACT:PHOSPHOR BRONZE,T=0.08MM
  SHELL:STAINLESS STEEL T=0.10MM
2.FININSH:
  CONTACT:50u"min PLATING OVER ALL GOLD FLASH ON
          THE CONTACT AREA AND SOLDER AREA
  SHELL:SELECTIVE GOLD FLASH IN SOLDER TAIL AREA
        50u"NI min.PLATING OVER ALL
3.GP PASSED ACCORD WITH HRD-RoHS-219 STANDARD.
4.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED
    EVERYDAY BY QC
5.RATED PARAMETERS OF CONNECTOR 
  4-1.Operating temperature: -40℃  to 85℃
  4-2.Rated Current: 0.5A
  4-3.Rated Voltage: 30V DC Per Contact
6.ELECTRICAL MECHANICAL ENVIRONMENTAL
  5-1.Dielectric withstanding Voltage : 500V AC 1min.
  5-2.Insulation Resistance: 1000 MΩMin.
  5-3.Normal  Force: 100g  Min. Per Pin 
  5-4.Durability: 1500 cycles
  5-5.Contact Resistance: 100mΩMAX.  

OPEN WIRE AND COPPER RESTRICTED AREA
1.TOUCH AREA OF CONTACT TIPS,NO ELECTRICAL FUNCTION AND
 ONLY FOR MECHANICAL FUNCTION
2.NO FIRST PCB-LAYOUT CIRCUITS IN THE AREA

W/SP5P1

P6P2P7P3P8P4

E

0.08MAX. ▼
PIIN/NO. ASSIGNMENT

P1 Vcc(SUPPLY VOLTAGE)

P2 RST(RESET SIGNAL)

P3 CLK (CLOCK SIGNAL)

P4 RESERVED

P5 GND

P6 Vpp (VARIABLE SUPPLY BOLTAGE

P7 I/O (DATA INPUT/OUTPUT

P8 RESERVED

S/W SWITCH PIN

WHEN CARD IS 
WITHDRAWAL

WHEN CARD IS 
INSERTED

OPEN

P5          SW

SHORT

C5        SW
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