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3.50MM PHONE JACK CONN.
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     5-8 DURABILITY : 5000 CYCLES

MIC+

GND

DETECT SW2

DETECT SW1

L AUDIO

R AUDIO

DETECT SW2

DETECT SW1

PLUG

CLOSE
（BEFORE PLUG INSERT）
NORMAL OPEN SWITCH

（AFTER PLUG INSERT）

PLUG

DETECT SW2

DETECT SW1

绝缘

     5-5 MATING AND UNMATING FORCE : 5-20 N Kgf . (AFTER DURABILITY)

XX  MUST BE MEASURE BY FAI
  5.PRODUCT SPECIFICATIONS:
     5-1 WITHSTANDING: 500VAC/MINUTE
     5-2 CONTACT RESISTANCE: 

     5-6 OPERATION TEMPERATURE : -40° TO +70°
     5-7 STORAGE TEMPERATURE: -40° TO +70°

                                             CONTACT PIN:15 MILLIOHM (intial) Max.
                                             DETECT PIN:50 MILLIOHM (intial) Max.
     5-3 INSULATION RESISTANCE: 1000 MEGOHM Min.(500V DC  for 1 minute)
     5-4 MATING AND UNMATING FORCE : 7-20 N . (BTFORE DURABILITY)

NOTES:
  1.MATERIAL:
    TERMINAL： 1 / 2 / 3   C7025  T=0.20mm, 4   C7035  T=0.20mm， 5 / 6  C5210-H T=0.20mm
    COVER： 7   PA9T，UL 94-V0，WHITE
    HOUSING： 8   PA9T，UL 94-V0，WHITE
    CAP： 9   SUS
  2.FINISH:
    CONTACT:Au 15u"Min PLATING ON CONTACT AREA
                      Au 1u"Min PLATING ON SOLDERTAILS AREA
                      NI 80u"Min PLATING OVER ALL
  3.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED BY QC
  4.ALL DIMENSIONS MARKED 

NO. DESCRIPION
1 MIC
2 GND
3 R AUDIO
4 L AUDIO 
5 DETECT  SW1
6 DETECT  SW2
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