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NOTES:
  1.MATERIAL:
    BODY:PA 9T,BLACK,UL 94HB
    TERMINAL:1#/2#/3# C5210-H,T=0.20mm
             4#/5# SUS304-3/4H,T=0.20mm
  2.FINISH:
    TERMINA:50u" MIN Ni UNDER PLATING OVER ALL
    Au 3u" MIN PLATING  ON CANTACT
    Au 1u" MIN PLATING  ON SOLDERTALLS
  3.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED BY QC
  4.ALL DIMENSIONS MARKED XX  MUST BE MEASURE BY FAI

  5.PRODUCT SPECIFICATIONS:
     5-1 WITHSTANDING: 500VAC/MINUTE
     5-2 CONTACT RESISTANCE: 50 MILLIOHM (intial) Max.
     5-3 INSULATION RESISTANCE: 100 MEGOHM Min.
     5-4 MATING AND UNMATING FORCE : 5-20 N . (BTFORE DURABILITY)
     5-5 MATING AND UNMATING FORCE : 4-20 N. (AFTER DURABILITY)
     5-6 OPERATION TEMPERATURE : -25° TO +85°
     5-7 STORAGE TEMPERATURE: -25° TO +85°
     5-8 DURABILITY : 5000 CYCLE

03NO DESCRIPION
1 GND/MIC
2 MIC/GND
3 RT
4 LFT/DETECT
5 DETECT/LFT

±0.20

CUSTOMER DRAWING

DRAWING NO:

TITLE:

PART N0:

SCALE:

REV. 

SHEET:

UNITS:  

DATE:

DESCRIPTIONECN NO.REV. DATE

±0.50°

±1.00°

±2.00°

1 / 1

FINISH:

GENERAL TOLERANCE
mm

 X.

 .X

DRAW:

APPROVE:

CHECKED:

1

F

2 3 4 5 6 7 8

E

D

C

B

A

1 2 3 4 5 6 7 8

F

E

D

C

B

A

05/08'2018

8 / 1

A

A

SEE NOTE

NEW

PH69-3B24A38M

05/08'2018

反沉沉板1.44mm，H=3.80mm
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